& 24/7
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Amped Model

Prime Power Rating
Standby Power Rating
Speed

Voltage

Phase

Frequency

Noise Level

Fuel Capacity

Cummins® Engine Model
Fuel Consumption @ % load
Stamford® Alternator Model
Skid

Canopy

Dimensions

Weight

Emergency Sop

Deep Sea® Controller Model
Circuit Breaker

Battery Isolator

Earth Leakage

Neutral Earth Resistor

Fire Extinguisher

Battery Charger

Water Jacket Heater
Warranty
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MPG- amped350MS

MINE SPEC

Technical Data Summary

MPG — amped350MS

319 kVA

350 kVA

1500 rom

415V

3

50 Hz

dba74@7m

=24 hrs 2000 L

NTA855-G1B

L/H-[71 @100%] [54 @ 75%] [38 @ 50%)] [22 @ 25%]
HCl444E

Bunded fuel tank with forklift pockets
Cenfre lift, lockable doors with control panel viewing window
L- 535mxW-2.03mx H-2.32m

6580 kg

External Emergency Stop Fitted
DSE7320

ABB® Moduled Case 3 Pole

Fitted within canopy adjacent battery
Adjustable

Standard

9kg

Standard

Standard

12 months from delivery

YOUR POWER OUR SOLUTION

NOTE: oil & coolant will be removed for logistical purposes. it is against the ATWU law to transport goods with harmful liquids.
. data can and do vary as improvements and changes are constantly made to our products.
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